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GENERAL NOTES
Dimensions in millimetres; levels relative to finished grade. Do not scale the drawing.1. 
Automatically generated drawing. Before erection, a competent person checks and approves it (an engineer where required).2. 
References: CSTC (Safety Code for the construction industry, CQLR, c. S-2.1, r. 4), subdivision 3.9 (ss. 3.9.1 to 3.9.26) and s. 2.4.1, para. 2 (engineered drawings); CSA S269.2-16 (design)3. 
and CSA Z797:23 (erection and use).
Item numbers: see the bill of materials (sheet 2). Design assumptions and points to note: sheet 2.4. 
Terms and symbols used on the drawing: sheet 3.5. 
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ISOMETRIC VIEW
Not to scale

POINTS TO NOTE
13 parts without an equivalent in the Entreprise Démo TektonAI catalogue: the generic parts stay on the drawing (ANC-T, ECH-CAD, GOU-AC, LGC-10', LGC-5', LGC-5'B,• 
PGC-42, PLI-10', PLI-5', PLI-5'B, PTR-10', SEM-2x10, VER-24).

DESIGN ASSUMPTIONS
Ladder access in the first bay (CSTC, s. 3.9.11): hatch deck at every lift, landings at most 1.9 m apart (6 m required), ladder extending 1 m above each landing.• 
5' frames (1524 mm centres), 5 bays of 3048 mm (10') + 1 bay of 1524 mm (5'), the last one as a closing bay.• 
5 stacked frames per line; screw jacks extended 176 mm.• 
Guardrail: top rail at 1067 mm, mid-rail at 533 mm, toeboard 150 mm.• 
Decks: 3 19" decks per bay and per platform.• 
Cross braces on both faces, in every bay and at every level.• 
Wall ties (CSTC, s. 3.9.10): vertical spacing ≤ 3 times the width (4.6 m), at least one tie every 2 standards, plus the top level. Lateral design load of each tie, in tension• 
and in compression: 225 N/m of platform carried, at least 1000 N, i.e. 1.4 kN at most (6.1 m of platform). The wall and the anchor must resist this load; place the ties
outside demolition or repair zones; pull-out test on the substrate before installation.
Length requested 16200 mm; actual length 16764 mm, 564 mm longer.• 
Working platforms at intermediate levels not provided: extent of the work not given; working platform at the top level only.• 
Indicative wind not calculated: site relief and importance category not provided (NBC 2020, Article 4.1.7.4 and Table 4.1.7.3).• 
Parts from the Entreprise Démo TektonAI catalogue: bays and widths of its fleet.• 
Equivalences inferred from the dimensions on the Entreprise Démo TektonAI records: DEMO-CAD-5X3 → CAD-5x3', DEMO-CAD-5X64 → CAD-5x6'4", DEMO-ENT-10 →• 
ENT-10', DEMO-ENT-05 → ENT-5', DEMO-PLT-10 → PLT-10', DEMO-PLT-05 → PLT-5'.
Soil bearing capacity not checked: soil report not provided.• 
Load takedown (light duty class, 1.2 kPa or 25 psf, on 1 platform at a time): most loaded standard 6.3 kN (dead load 4.9 + live load 1.4), total 49 kN on 14 supports;• 
pressure under sole plate up to 23 kPa, soil capacity 75 kPa (assumed, no soil study): met.
Unfactored live loads, distributed by tributary areas. Capacity of the standards and screw jacks: manufacturer's sheet. Soil capacity not provided: assumed 75 kPa, the• 
bearing required without a soil analysis (CSA S269.2-16, clause 7.7.8.6 (a)); unfactored sole plate pressures are compared with that value. Duty classes: light 1.2 kN/m²,
intermediate 2.4 kN/m² and heavy 3.6 kN/m² (CSA S269.2-16, clause 6.2.3), light and heavy also given by the CNESST guides (DC200-1693-2).
Capacity of standards, screw jacks or casters and ties not checked: manufacturer data sheet not provided.• 
Dimensions read from a screenshot by the assistant and confirmed by the user.• 

Indicative weights. For the delivery slip, use the supplier's weights.

BILL OF MATERIALS Frame scaffold (tubular)

Item Qty Description Reference Dimensions (mm) Material
Unit

wt (kg)
Total

wt (kg) Remarks

BASES

1 14 Adjustable screw jack with base plate VER-24 Stroke 50 to 450 Galvanized steel 6.5 91.0 Not in Entreprise Démo
TektonAI catalogue

2 7 Sole plate 2x10 SEM-2x10 38 x 235 x 1830 Lumber 8.5 59.5 Not in Entreprise Démo
TektonAI catalogue

STRUCTURE

3 7 Frame 5 ft x 3 ft DEMO-CAD-5X3 1524 x 914 mm Galvanized steel 12.5 87.5

4 28 Scaffold frame 5 ft x 6 ft 4 in DEMO-CAD-5X64 1524 x 1930 mm Galvanized steel 20.5 574.0

5 56 Frame coupling pin GOU-AC Ø 35 x 230 Galvanized steel 0.6 33.6 Not in Entreprise Démo
TektonAI catalogue

BRACING

6 50 Cross brace 10 ft DEMO-ENT-10 3048 mm Galvanized steel 6.4 320.0

7 10 Cross brace 5 ft DEMO-ENT-05 1524 mm Galvanized steel 4.1 41.0

PLATFORMS

8 22 Hook-on platform 19 in. x 10 ft DEMO-PLT-10 3048 x 483 mm Galvanized steel 17.0 374.0

9 3 Hook-on platform 19 in. x 5 ft DEMO-PLT-05 1524 x 483 mm Galvanized steel 9.5 28.5

ACCESS

10 5 Hatch deck 10' PTR-10' 483 x 3048 Aluminum / plywood 33.2 166.0 Not in Entreprise Démo
TektonAI catalogue

11 5 Access ladder 6' hooked on the frame, 2 clamps ECH-CAD 400 x 1830, rungs at 305 Galvanized steel 13.5 67.5 Not in Entreprise Démo
TektonAI catalogue

GUARDRAILS AND TOEBOARDS

12 18 Guardrail 10' LGC-10' L 3048 Galvanized steel 7.0 126.0 Not in Entreprise Démo
TektonAI catalogue

13 9 Toeboard 10' PLI-10' 150 x 3048 Wood / aluminum 6.7 60.3 Not in Entreprise Démo
TektonAI catalogue

14 2 Guardrail 5' LGC-5' L 1524 Galvanized steel 3.9 7.8 Not in Entreprise Démo
TektonAI catalogue

15 1 Toeboard 5' PLI-5' 150 x 1524 Wood / aluminum 3.4 3.4 Not in Entreprise Démo
TektonAI catalogue

16 20 End guardrail 5' LGC-5'B L 1524 Galvanized steel 3.9 78.0 Not in Entreprise Démo
TektonAI catalogue

17 10 End toeboard 5' PLI-5'B 150 x 1524 Wood / aluminum 3.4 34.0 Not in Entreprise Démo
TektonAI catalogue

18 25 Guardrail post 42" PGC-42 H 1067 Galvanized steel 4.8 120.0 Not in Entreprise Démo
TektonAI catalogue

TIES

19 12 Wall tie (tube + coupler + anchor) ANC-T Tube Ø 48.3 Galvanized steel 3.5 42.0 Not in Entreprise Démo
TektonAI catalogue

304 TOTAL 2314.1

LOAD TAKEDOWN Light duty 1.2 kPa (25 psf), 1 platform loaded; unfactored loads; soil 75 kPa (assumed)

Support X; Y (mm) Dead load (kN) Live load (kN) Total (kN) Sole plate pressure (kPa)

0; 0 4.9 1.4 6.3 23

3 048; 0 2.6 2.7 5.4 18

6 096; 0 2.0 2.7 4.7 18

9 144; 0 2.0 2.7 4.7 18

12 192; 0 2.0 2.7 4.7 18

15 240; 0 1.6 2.0 3.7 14

0; 1 524 3.0 0.4 3.4 23

TOTAL (14 supports) 22.7 26.5 49.2

The 7 most loaded supports. The other 7 are in the data file (JSON).
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TERMS AND LEGEND
Terms and symbols used on this drawing.

TERMS
Term Meaning

Rev. Revision: letter of the drawing version; the revision table gives its date, purpose and author.

Drawing no. Number that identifies the drawing, the same on every sheet; quote it with its revision.

Status Stage of the drawing: PRELIMINARY, FOR APPROVAL, then APPROVED FOR ERECTION. Only the last one allows erection.

Scale Scale of the view: at 1:50, 1 mm on paper is 50 mm on site. Read the dimensions, do not scale the drawing.

Third angle Third-angle projection (ISO 5456-2): the plan view sits above the elevation, the right side view on its right.

Item Item number of a part in the bill of materials, shown in a balloon on the views.

Qty Quantity: number of parts on the line for the whole drawing.

Unit wt / Total wt Weight of one part, then of all the parts on the line, in kg; indicative weights.

Ø Diameter, in mm.

' and " Feet and inches: 1' = 304.8 mm, 1" = 25.4 mm (10' = 3048 mm).

Bay Space between two adjacent standards (or frames), along the length of the scaffold.

Lift / rise Height between two levels of the scaffold; for a stair, height climbed by one flight.

Base Level on which the scaffold bears.

Level +6.000: height in metres relative to finished grade; + above, - below.

Standard Vertical load-bearing tube; it carries the loads down to the screw jack and the sole plate.

Frame Prefabricated unit of two standards joined by cross members; frames are stacked.

Coupling pin Pin that aligns two stacked frames.

Ledger / rail Horizontal tube between two standards; the guardrail rails (top rail and mid-rail) protect against falls.

Cross brace Pair of crossed tubes between two frames that braces the scaffold.

Platform Working or access surface made of decks.

Deck Prefabricated platform unit set between two ledgers or frame bearers.

Guardrail Fall protection at the edge of a platform: top rail, mid-rail and toeboard.

Toeboard Board set on edge at the platform edge, which stops objects from falling.

Screw jack / base jack Adjustable threaded base under a standard, used to level the scaffold.

Sole plate Timber piece under the screw jack that spreads the load on the ground.

Tie Connection of the scaffold to the wall or structure, which holds it against overturning and wind.

Coupler Fitting that clamps one tube to another.

Anchor Fixing in the wall or structure that holds the tie; pull-out test before installation.

Landing Rest platform of an access, between two stair flights or two ladders.

Duty class Live load per platform: light 1.2 kPa, intermediate 2.4 kPa, heavy 3.6 kPa (CSA S269.2-16, clause 6.2.3).

Load takedown Load each standard transmits to its support (dead load and live load, unfactored) and pressure under the sole plate.

Dead load / live load Dead load: weight of the scaffold itself; live load: use load on the platforms according to the duty class.

kN Kilonewton, unit of force: 1 kN ≈ 102 kgf ≈ 225 lbf.

kPa Kilopascal, pressure or load per area: 1 kPa = 1 kN/m² ≈ 20.9 psf.

CSTC Quebec Safety Code for the construction industry (CQLR, c. S-2.1, r. 4), cited by section.

CNESST Quebec's labour standards, pay equity and workplace health and safety board.

CSA S269.2-16 CSA design standard for access scaffolding (2016 edition), cited by clause.

CSA Z797:23 CSA standard for the erection, use and inspection of access scaffolding (2023 edition).

NBC National Building Code of Canada; the edition and article follow the acronym.
Not in Entreprise Démo
TektonAI catalogue Part that the company's inventory does not contain: rent it, buy it or replace it with an equivalent part.

Not checked Check the drawing does not perform because a value is missing; the line names it, and the revision that receives it adds the check.

LEGEND
Symbol Meaning

Parts “Bases”: line colour (0.35 mm) and fill.

Parts “Structure”: line colour (0.5 mm) and fill.

Parts “Bracing”: line colour (0.25 mm) and fill.

Parts “Platforms”: line colour (0.18 mm) and fill.

Parts “Access”: line colour (0.35 mm) and fill.

Parts “Guardrails and toeboards”: line colour (0.35 mm) and fill.

Parts “Ties”: line colour (0.35 mm) and fill.

Tube seen end-on (standard in the plan view).

Existing structure, for reference, not in the bill of materials (EXISTING WALL): grey hatching.

Ground or bearing surface: heavy line and hatching.

1 524 Dimension: dimension line, extension lines and oblique ticks at the ends; length in mm.

+6.000 Platform level: solid triangle, value in bold; dashed leader line.

+2.000 Level without a platform (lift, base, structure datum): open triangle.

5 Item number of the part in the bill of materials.

TITLE
Scale 1:50

View title, underlined, with its scale below.

1
A Frame zone reference (columns 1 to 8, rows A to F), to locate a detail: C4.

Third-angle projection (ISO 5456-2); chain line: axis.

Verification QR code: opens the public page that confirms the document is authentic.
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